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LIWA is a chapter of the 
American Association of 
Woodturners. Our purpose is to 
foster a wider interest and 
appreciation of woodturning 
on Long Island and in the 
Metropolitan area. We generally 
meet on the third Saturday of 
each month from 9:00 AM until 
Noon at the Old Bethpage 
Village Restoration, 
Bethpage, L.I. See listing below 
for 2019 scheduled meetings:  
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Upcoming Meeting Schedule for 2020. All meetings run from 8:00 am to 12 noon 
 
May 16 
Jun 20 
July and August Dates TBD 
Sept 12 
Sept 26 (yes, instead of Oct) 
Nov 28 
Dec 19 
 
Club Officers 
Chair of the Board: Ken Deaner  
President Les Hoffman (516) 431-2280  
Vice President Barry Saltsberg  
Secretary/Newsletter Barry Dutchen (516) 443-5342  
Treasurer Joe DeMaio (516) 766-5189 
 
Members at Large 
Steve Fulgoni 
Jodi Gingold 
John Kowalchuk 
Jim Maloney 
Paul Permakoff 
Pete Richichi 
 
Thanks to both photographer Bob Fentress and to Bob Lee for their screen shots. 
 
Summary of Meeting 
Due to the health concerns affecting our communities, this meeting was held online, using Zoom.  Many thanks 
to Jim Maloney and Bob Lee for coordination and user support. Throughout the time of the meeting we had as 
many as 40 participants.  Congratulations to all.  If we need to repeat this in May, our plans are to use Zoom 
again.  Based on feedback during our test meetings and some comments at the meeting I have offered some 
suggestions below (*) to improve your experience. 
 
The meeting was introduced by Les who announced that many local and national symposia had been cancelled. 
However, the mid-atlantic meeting in Lancaster, PA is still scheduled for September.  Our Long Island Fair is 
also still on the calendar. 
 
We next held a virtual Show-and- Tell: 
Here is the list of participants (Please excuse me if I missed anyone):  Les, Ken, Jodi, Ed S,Mike J, Barry S, 
Pete R, Don L, Bb F, Tony, Paul, Mark, Joel and Bob Lee. (Photos below) 

 
*How to get the best results from a Zoom meeting: 

1. Location. Position yourself in front of the camera (meaning that the camera is at your eye-level.  Try to 
get your camera/computer so that it is not very tilted.  Sit up higher or prop your device on a tripod 
or on books.  Otherwise your features will be exaggerated and not look good.  Please avoid lying 
down on your couch or being just inches from the camera. 
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2. Lighting.  In order for viewers to see you, you must make sure that there is not strong light 

behind you.  Locate a light behind the camera (or behind your computer. 
3. Sound.  Moderate your voice.  Don’t shout, just speak in a “reasonable” conversational tone.  We can 

hear you very well.  Also, turn off your phone ringer and ask your “house mates” to not make 
excessive noise while you are in the chat.  This is extremely annoying to your fellow Zoomers. 

4. Feedback.  If you are on one device (ex: computer), but have your phone next to you and it is also 
connected, we all can hear an echo of the discussion (quite distracting). 

 
Our first Zoom meeting seems to have been a success.  Please let us know your thoughts on this.  Did you like 
meeting this way (perhaps as an ADDITION to regular meetings, especially at times that the weather does not 
cooperate), did you have any technical problems that we could help with? 
 
We have discussed the idea of having some guest speakers ‘attend’ via a virtual meeting.  Now that you have 
experienced how this works, would you like us to explore doing this more.  The idea would be to set up the 
large screen at one of our normal meetings so that we would be able to view the guest from their studio and they 
could see us as well.  And, as we did in Zoom, we could have a two conversation.  What do you think? 
 
Treasurer’s Report 
No report this month. 
 
Show-and-Tell 
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Main Event 

 
Hollow Form Turning 

 
Presented by Ken Deaner 

 

Our enormous thanks to Ken (and Jodi) for hosting our first virtual Zoom presentation from 

Ken’s workshop.  

 

Ken began the presentation by 

showing a sharpening video by Lyle 

Jamison.  In essence, there are 

several approaches to sharpening.  

But, as Ken pointed out, the key is 

how important 

repeatability is in 

achieving a good 

result by utilizing 

sharpening jigs 

(from various 
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manufacturers) to achieve a 

specific angle. (A short but 

important point mentioned is the 

lively debate regarding bevel 

angle (40 vs 65).  Ken explained 

that the side grind (using the very 

popular OneWay Wolverine 

system), is made by adjusting the 

arm in or out.  Tip angle is set by the gouge tool jig.  Once set, it is easy to perform a quick 

and consistent sharpness to your tool. 

 

Ken adapted some of Lyle’s methods to his own style of turning. 

 

Ken starts his turning 

between a drive 

center at the 

headstock and a 

revolving OneWay 

center at the tailstock.  

He uses a Cindy 

Drosder insert in the 

OneWay center.  He 

showed the faceplate 

as a much safer method, but it limits the size of the opening at the top due to the position of 

the screw holes. 

Following this, he 

turns the blank 

into to a smooth 

“cylinder”, he 

marked the 

midpoint on the 

blank using a 

pencil. Then he 
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turned away the ends.  On the end nearest the tail stock, he created a tenon.  Finally, he 

reversed the form by mounting the tenon in a 4-jaw chuck. 

 

To begin hollowing, Ken used a forstner bit to remove some of the material.  He carefully 

advanced the tail stock at low speed to only 

remove some of the interior of the blank.  He 

leaves as much mass in the blank as possible 

to reduce vibration.  Later, after carefully 

measuring, he uses a large twist drill to 

remove more material and establish the 

maximum depth. 

 

After the forstner bit, Ken keeps 

testing the wall thickness and uses 

a scraper to remove material from 

the inside.  He stressed how 

important it is to remove the 

shavings as you work.  Finally, 

Ken used a Sorby scraper to smooth out the “first and second quadrants 

of the bowl.  To complete the bottom of the inside, he used an up and down motion with the 
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scraper to remove the bottom “bump” and bring it flat. This was followed by one more light 

cut to finish.  It is OK to sand the inside lightly, use soft/flexible ~1” disk pads (not the stiffer 

one) to get a really smooth 

interior finish. 

 

Thanks Ken for making our 

first Zoom demo a success. 

 
 


